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LAMP PHOTOMETRIC REPORT

MODEL: 95EL401536W/GR

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2781.9 1m ~/+180
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AVERAGE BEAM ANGEE (50%):113.1 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 926.7 926.2 926.4 927.6 929.0 929.8 930.0 928.5 0- 10 89.40 89.40 3.21
20 875.4 874.8 875.1 877.1 879.3 881.1 882.1 879.0 10- 20 256.0 345.4 12.4
30 794.3 793.5 793.7 795.6 798.5 801.7 803.9 799.7 20- 30 387.7 733.1 26.4
40 688.1 686.8 686.6 688.1 691.2 695.5 699.2 694.6 30— 40 467.5 1201 43.2
50 561.7 559.9 558.9 559.9 563.1 568.3 573.2 568.8 40- 50 485.9 1686 60.6
60 421.2 418.8 416.9 417.6 421.2 426.8 432.5 428.4 50- 60 442.4 2129 76.5
70 274.1 271.5 268.9 269.5 273.1 278.6 284.3 280.7 60— 70 345.7 2474 88.9
80 136.5 134.9 132.0 131.7 134.1 138.5 144.1 141.7 70- 80 215.2 2690 96.7
90 41.79 40.82 39.61 38.23 39.19 42.62 45.53 44 .35 80- 90 92.26 2782 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 February 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401536W/GR

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945
5 940 | 940 940 940 940 940 940 940 940 940 940 940 940 940 940 940 940 940 940
10 927 927 927 927 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 926 | 927 926
15 905 | 905 | 905 | 905 | 905 | 905 | 904 905 | 904 904 904 904 904 904 904 905 | 904 905 | 905
20 875 | 876 | 875 | 875 | 875 | 875 | 874 | 875 | 874 | 875 | 874 | 875 | 875 | 875 | 875 | 875 | 875 | 875 | 875
25 838 | 839 | 838 | 838 | 837 | 838 | 837 | 838 | 837 | 838 | 837 | 838 | 837 | 838 | 837 | 838 | 838 | 838 | 838
30 794 | 795 | 794 | 794 | 793 | 794 | 793 | 794 | 793 | 793 | 793 | 794 | 793 | 794 | 793 | 794 | 793 | 794 | 794
35 744 | 744 | 743 | 744 | 743 | 743 | 742 | 743 | 742 | 743 | 742 | 743 | 743 | 743 | 743 | 743 | 743 | 744 | 743
40 688 688 687 688 687 687 686 | 687 686 | 687 686 | 687 686 | 687 686 | 687 686 | 687 687
45 627 627 626 | 627 626 | 626 | 625 | 626 | 625 | 626 | 625 | 625 | 625 | 625 | 625 | 626 | 625 | 626 | 625
50 562 | 562 | 561 | 561 | 560 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559
55 493 | 493 | 492 | 492 | 491 | 492 | 490 | 491 | 490 | 491 | 490 | 491 | 490 | 491 | 489 | 490 | 489 | 490 | 489
60 421 | 421 | 420 | 421 | 419 | 420 | 419 | 419 | 418 | 419 | 418 | 419 | 418 | 418 | 417 | 418 | 417 | 418 | 417
65 348 | 348 | 347 | 347 | 346 | 346 | 345 | 346 | 345 | 345 | 344 | 345 | 344 | 345 | 344 | 344 | 343 | 344 | 343
70 274 | 275 | 273 | 274 | 272 | 273 | 271 | 272 | 271 | 272 | 270 | 271 | 270 | 271 | 270 | 270 | 269 | 270 | 269
75 202 | 202 | 201 | 201 | 200 | 201 | 199 | 200 | 199 | 199 | 198 | 199 | 198 | 199 | 198 | 198 | 197 | 198 | 197
80 136 | 137 | 136 | 136 | 135 | 136 | 134 | 135 | 134 | 135 | 134 | 135 | 133 | 134 | 133 | 134 | 132 | 133 | 132
85 82.3|82.3(81.7(81.8|81.2|81.4(80.9|81.1(80.7|80.8|80.4(80.5|80.1|80.2|79.7/|79.7|79.2|79.3]|78.7
90 41.8 | 41.6 | 41.5|41.3 | 41.2 | 41.1 | 41.1 |41.0| 40.9 | 40.8 | 40.8 | 40.6 | 40.6 | 40.4 | 40.3 | 40.1 | 40.0 | 39.8 | 39.6
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:01 February 2023

Interval:
fe

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401536W/GR

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945
5 940 | 940 940 940 940 940 940 940 940 941 941 941 941 941 941 941 941 941 941
10 927 927 927 927 927 927 927 927 928 927 928 928 928 928 929 | 929 | 929 | 929 | 929
15 905 | 905 | 905 | 905 | 906 | 906 | 906 | 906 | 906 | 906 | 907 907 907 907 908 907 908 908 908
20 875 | 875 | 876 | 876 | 876 | 876 | 877 | 876 | 877 | 877 | 877 | 877 | 878 | 878 | 878 | 878 | 879 | 879 | 879
25 838 | 838 | 839 | 838 | 839 | 839 | 839 | 839 | 840 | 840 | 840 | 840 | 841 | 841 | 841 | 841 | 842 | 843 | 842
30 794 | 794 | 795 | 794 | 795 | 795 | 795 | 795 | 796 | 795 | 796 | 796 | 797 | 796 | 797 | 797 | 798 | 799 | 798
35 744 | 743 | 744 | 743 | 744 | 744 | 745 | 744 | 745 | 744 | 745 | 745 | 746 | 745 | 746 | 746 | 747 | 748 | 748
40 687 687 687 687 688 687 688 687 688 688 688 688 689 | 689 | 690 689 | 690 691 691
45 626 | 625 | 626 | 625 | 626 | 625 | 626 | 625 | 626 | 626 | 627 626 | 627 627 628 627 628 629 | 629
50 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 559 | 560 | 560 | 561 | 560 | 561 | 561 | 562 | 563 | 563
55 490 | 489 | 490 | 489 | 490 | 489 | 490 | 489 | 490 | 489 | 490 | 490 | 491 | 490 | 492 | 491 | 492 | 493 | 493
60 418 | 417 | 417 | 417 | 417 | 417 | 417 | 417 | 418 | 417 | 418 | 417 | 418 | 418 | 419 | 419 | 420 | 421 | 421
65 344 | 343 | 344 | 343 | 344 | 343 | 344 | 343 | 344 | 343 | 344 | 344 | 345 | 344 | 345 | 345 | 346 | 347 | 347
70 270 | 269 | 269 | 269 | 269 | 268 | 269 | 269 | 270 | 269 | 270 | 269 | 271 | 270 | 271 | 271 | 272 | 273 | 273
75 197 | 196 | 197 | 196 | 197 | 196 | 197 | 196 | 197 | 196 | 197 | 197 | 198 | 197 | 198 | 198 | 199 | 200 | 200
80 133 | 132 | 132 | 131 | 132 | 131 | 132 | 131 | 132 | 131 | 132 | 131 | 132 | 131 | 133 | 132 | 133 | 134 | 134
85 78.8 | 78.3|78.3|77.8|77.9|77.5|77.6 |77.2|77.4|77.1|77.4|77.2|77.6|77.5|78.0|78.0|78.6|79.2|79.2
90 39.4(39.2(39.0|38.9|38.7|38.5|38.4|38.3(38.2|38.2(38.2|38.3|38.3|38.5|38.6|38.839.0|39.2]39.5
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:01 February 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401536W/GR

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945
5 942 941 942 941 942 942 942 942 942 942 942 942 942 942 942 942 942 942 942
10 929 | 929 | 930 929 | 930 930 930 930 930 930 930 930 930 930 930 930 930 930 930
15 909 | 908 909 | 909 | 909 | 909 | 910 910 910 910 910 910 910 910 910 910 910 910 910
20 880 | 880 | 880 | 880 | 881 | 881 | 882 | 881 | 882 | 882 | 882 | 882 | 882 | 882 | 882 | 882 | 882 | 882 | 882
25 843 | 843 | 844 | 844 | 844 | 845 | 845 | 845 | 846 | 846 | 846 | 846 | 847 | 846 | 847 | 846 | 847 | 846 | 846
30 799 | 799 | 800 | 800 | 801 | 801 | 802 | 802 | 803 | 802 | 803 | 803 | 804 | 803 | 804 | 803 | 804 | 803 | 803
35 749 | 748 | 750 | 749 | 751 | 751 | 752 | 752 | 753 | 752 | 754 | 753 | 754 | 754 | 754 | 754 | 754 | 754 | 754
40 692 692 693 | 693 | 694 694 696 | 696 | 697 697 698 697 699 | 698 699 | 698 699 | 698 699
45 630 | 630 632 631 633 | 633 | 634 634 636 | 635 | 637 636 | 638 637 638 638 638 638 638
50 564 | 564 | 566 | 565 | 567 | 567 | 568 | 568 | 570 | 570 | 571 | 571 | 572 | 572 | 573 | 572 | 573 | 572 | 573
55 495 | 494 | 496 | 496 | 497 | 497 | 499 | 499 | 501 | 500 | 502 | 502 | 503 | 503 | 504 | 503 | 504 | 503 | 504
60 422 | 422 | 424 | 424 | 425 | 425 | 427 | 427 | 429 | 428 | 430 | 430 | 431 | 431 | 432 | 431 | 432 | 431 | 432
65 349 | 348 | 350 | 350 | 352 | 351 | 353 | 353 | 355 | 355 | 356 | 356 | 357 | 357 | 358 | 358 | 359 | 358 | 359
70 274 | 274 | 276 | 275 | 277 | 277 | 279 | 279 | 280 | 280 | 282 | 281 | 283 | 283 | 284 | 283 | 284 | 284 | 284
75 201 | 201 | 203 | 202 | 204 | 204 | 206 | 205 | 207 | 207 | 208 | 208 | 210 | 209 | 210 | 210 | 211 | 210 | 211
80 135 | 135 | 136 | 136 | 138 | 137 | 139 | 139 | 140 | 140 | 142 | 141 | 143 | 142 | 144 | 143 | 144 | 143 | 144
85 80.0 | 80.1|81.1|81.1|82.1(82.2(83.2(83.3(84.4(84.4|85.5(87.2|86.5|88.1|87.3|88.7|87.8|89.1]|88.0
90 39.8 | 40.1|40.5|40.9 | 41.3 | 41.7 | 42.2 | 42.6 | 43.1 | 43.5|43.9 | 44.3 | 44.6 | 44.9 | 45.2 | 45.4 | 45.5 | 45.6 | 45.6
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:01 February 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL401536W/GR

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 945
5 941 | 942 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 941 | 940
10 930 | 930 | 929 | 929 | 929 | 929 | 928 | 928 | 928 | 928 | 928 | 928 | 927 | 927 | 927
15 909 | 909 | 909 | 909 | 908 | 908 | 908 | 908 | 907 | 907 | 906 | 906 | 906 | 906 | 905
20 881 | 881 | 881 | 881 | 880 | 880 | 879 | 879 | 878 | 878 | 877 | 877 | 877 | 877 | 876
25 845 | 846 | 845 | 845 | 844 | 844 | 843 | 843 | 842 | 842 | 841 | 841 | 840 | 840 | 839
30 803 | 803 | 802 | 802 | 801 | 801 | 800 | 800 | 798 | 798 | 797 | 797 | 796 | 796 | 795
35 753 | 753 | 752 | 753 | 751 | 751 | 750 | 750 | 748 | 749 | 747 | 747 | 746 | 746 | 745
40 698 | 698 | 697 | 697 | 696 | 696 | 695 | 695 | 693 | 693 | 692 | 692 | 690 | 690 | 689
45 637 | 638 | 636 | 637 | 635 | 635 | 634 | 634 | 632 | 632 | 631 | 631 | 629 | 629 | 628
50 572 | 573 | 571 | 572 | 570 | 570 | 569 | 569 | 567 | 567 | 566 | 566 | 564 | 564 | 563
55 503 | 504 | 502 | 503 | 501 | 502 | 500 | 500 | 498 | 498 | 497 | 497 | 495 | 495 | 494
60 431 | 432 | 431 | 431 | 430 | 430 | 428 | 429 | 427 | 427 | 425 | 425 | 424 | 424 | 422
65 358 | 359 | 357 | 358 | 356 | 357 | 355 | 355 | 353 | 354 | 352 | 352 | 350 | 351 | 349
70 283 | 284 | 283 | 283 | 282 | 282 | 281 | 281 | 279 | 280 | 278 | 278 | 276 | 277 | 275
75 210 | 211 | 210 | 210 | 209 | 210 | 208 | 208 | 207 | 207 | 206 | 206 | 204 | 204 | 203
80 143 | 144 | 143 | 144 | 143 | 143 | 142 | 142 | 141 | 141 | 139 | 140 | 138 | 139 | 137
85 89.2 | 88.0|89.0|87.7|88.5|87.1|87.8|86.3|87.0|85.4|84.4|84.5|83.6|83.6|82.7
90 45.6 | 45.5 | 45.3 | 45.2 | 44.9 | 44.7 | 44.4 | 44.1 | 43.7 | 43.4 | 43.1 | 42.8 | 42.5 | 42.3 | 42.0
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 February 2023 Remarks:




