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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 21158 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

9305 9164 9256 9514 9717 9723 9635 9514 909.1 909.1 4.3

8798 8515 8725 9105 9467 9407 9279 9194 2631 3540 16.7

7836 7557 7845 8267 8663 8594 8468 8352 3998 7538 35.6

6322 6111 6525 6919 7285 7210 7107 6787 4723 12260 57.9

4417 4343 4573 4684 5027 5026 5152 4926 4475 16736 79.1

1993 2219 2171 2027 2020 1834 1855 1919 3084 19820 93.7

440.7 442.1 410.7 399.7 438.8 433.4 425.9 417.6 971.8 20791 98.3

142.6 144.3 139.5 144.5 161.2 170.7 161.7 153.5 291.2 21082 99.6

6.102 6.001 6.002 6.019 6.248 7.392 6.511 4.885 75.87 21158 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 9565

5 9442

10 9305

15 9110

20 8798

25 8356

30 7836

35 7190

40 6322

45 5265

50 4417

55 3468

60 1993

65 897

70 441

75 255

80 143

85 58.8

90 6.10

10

9565

9424

9258

9037

8700

8252

7729

7103

6241

5198

4398

3525

2053

923

467

273

147

58.7

6.10

20

9565

9407

9222

8976

8617

8171

7668

7063

6210

5186

4401

3556

2100

926

474

279

149

57.9

6.07

30

9565

9393

9186

8918

8560

8119

7628

7033

6192

5189

4392

3576

2158

941

470

263

142

57.7

6.04

40

9565

9378

9169

8887

8520

8069

7574

6969

6125

5161

4352

3554

2186

908

447

259

143

58.3

6.01

50

9565

9384

9159

8882

8510

8053

7540

6912

6097

5183

4334

3538

2253

903

438

261

145

57.8

5.99

60

9565

9384

9164

8886

8525

8074

7552

6923

6158

5271

4372

3517

2263

908

443

260

141

57.0

5.98

70

9565

9388

9182

8918

8578

8138

7634

7040

6302

5418

4473

3509

2241

893

441

271

145

57.3

5.98

80

9565

9418

9211

8970

8644

8234

7743

7158

6429

5540

4543

3490

2192

863

427

268

143

57.5

5.99

90

9565

9431

9256

9028

8725

8328

7845

7259

6525

5617

4573

3471

2171

859

411

253

139

57.6

6.00

100

9565

9459

9303

9097

8804

8411

7922

7330

6586

5657

4573

3432

2127

827

399

250

141

57.6

6.00

110

9565

9484

9359

9171

8890

8499

8015

7431

6670

5712

4592

3410

2097

834

394

249

142

58.4

6.00

120

9565

9515

9417

9247

8974

8592

8116

7540

6767

5773

4606

3379

2049

824

393

245

138

59.0

6.00

130

9565

9554

9487

9331

9062

8689

8224

7647

6882

5860

4657

3386

2037

814

399

258

144

60.2

6.01

140

9565

9578

9541

9405

9147

8775

8310

7723

6955

5932

4711

3404

2016

818

401

261

145

61.0

6.03

150

9565

9596

9589

9478

9232

8867

8392

7799

7030

6017

4805

3455

2017

831

397

253

146

63.7

6.05

160

9565

9626

9641

9546

9312

8964

8478

7870

7094

6090

4872

3478

1993

807

394

255

151

65.1

6.12

170

9565

9646

9671

9589

9382

9038

8554

7948

7172

6169

4933

3499

1987

826

405

260

157

68.2

6.27

180

9565

9670

9717

9653

9467

9132

8663

8061

7285

6275

5027

3551

2020

878

439

272

161

69.8

6.25

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 9565

5 9685

10 9733

15 9666

20 9483

25 9165

30 8703

35 8095

40 7307

45 6295

50 5040

55 3546

60 1991

65 865

70 458

75 296

80 170

85 70.5

90 6.77

200

9565

9695

9744

9673

9485

9176

8739

8121

7317

6302

5049

3531

1964

867

466

302

174

72.8

7.22

210

9565

9692

9736

9653

9453

9136

8687

8071

7269

6260

5018

3476

1906

847

454

282

164

72.2

7.37

220

9565

9694

9730

9636

9421

9086

8626

8018

7234

6252

5021

3454

1855

805

436

283

170

74.5

7.44

230

9565

9693

9715

9614

9392

9042

8563

7940

7187

6242

5032

3445

1812

779

430

285

172

73.5

7.34

240

9565

9681

9697

9583

9356

9003

8520

7901

7172

6276

5086

3490

1822

788

437

285

169

73.4

7.28

250

9565

9666

9669

9550

9311

8956

8488

7887

7167

6294

5127

3529

1828

775

439

295

171

72.3

7.14

260

9565

9660

9657

9535

9293

8948

8486

7895

7162

6305

5174

3589

1854

772

437

297

172

72.5

6.87

270

9565

9646

9635

9512

9279

8936

8468

7861

7107

6248

5152

3597

1855

767

426

277

162

71.2

6.51

280

9565

9629

9609

9493

9277

8937

8458

7828

7041

6175

5121

3613

1868

777

418

273

165

71.6

5.90

290

9565

9608

9582

9465

9252

8920

8437

7788

6966

6079

5064

3616

1877

776

415

273

163

69.0

5.37

300

9565

9584

9564

9442

9228

8896

8419

7768

6917

5998

5030

3644

1908

784

414

264

155

68.7

5.09

310

9565

9571

9533

9420

9207

8867

8386

7713

6831

5903

4967

3635

1909

784

415

267

152

65.5

4.91

320

9565

9546

9494

9386

9180

8826

8318

7642

6743

5804

4886

3617

1929

812

420

272

155

64.3

4.86

330

9565

9513

9455

9337

9125

8752

8237

7548

6646

5680

4750

3559

1950

842

423

260

148

63.2

4.86

340

9565

9497

9414

9282

9049

8639

8129

7467

6578

5566

4630

3532

1997

872

421

255

148

62.4

4.87

350

9565

9468

9361

9204

8931

8499

7983

7329

6467

5419

4508

3499

2012

865

423

257

149

61.6

4.88

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:


